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(2) The ability to use electrical test
equipment in direct current and alter-
nating current circuits; and

(3) A basic knowledge of highway-rail
grade crossing inspection and mainte-
nance methods and procedures.

[59 FR 50104, Sept. 30, 1994]

§ 212.235 Inapplicable qualification re-
quirements.

The Associate Administrator may de-
termine that a specific requirement of
this subpart is inapplicable to an iden-
tified position created by a State agen-
cy if it is not relevant to the actual du-
ties of the position. The determination
is made in writing.

[47 FR 41051, Sept. 16, 1982. Redesignated at
57 FR 28115, June 24, 1992. Further redesig-
nated at 59 FR 50104, Sept. 30, 1994]
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Subpart A—General

§ 213.1 Scope of part.
This part prescribes initial minimum

safety requirements for railroad track
that is part of the general railroad sys-
tem of transportation. The require-
ments prescribed in this part apply to
specific track conditions existing in
isolation. Therefore, a combination of
track conditions, none of which indi-
vidually amounts to a deviation from
the requirements in this part, may re-
quire remedial action to provide for
safe operations over that track.

§ 213.3 Application.
(a) Except as provided in paragraph

(b) of this section, this part applies to
all standard gage track in the general
railroad system of transportation.

(b) This part does not apply to
track—
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